
REFERENCE ODS 60-1 / 2 / 3 / 350 ODS 100-1 / 2 / 3 ODS 82-1 / 2 / 3 / 350

Código

021045 
021046 
021042 
021022

021049 
021050 
021051

021047 
021048 
021026 
021019

Type OFFSET

Dimensions mm 55 x 60 90 x 99 75 x 82

Frequency Range GHz 10,70 / 12,75

Gain dBi 36,7 (@12,5GHz) 40,3 (@12,5GHz) 38,52 (@12,5GHz)

Beamwidth -3dB  º 2

Focal distance mm 330 540 492

Elevation º 0-90

Wind load km/h Operating 90  - Survival 144

Bracket diameter mm 32-48

Color RAL 7035

SATELLITE 
DISHES

	√ Electro zinc-coated steel with polyes-
ter

	√ Az/El mount made with galvanized 
steel and LNB arm made of aluminium

	√ Dacromet screws and nuts

	√ 1 / 2 / 10 / 350 units packaging (ODS 60 
Y ODS 82)

	√ 1 / 2 /3 units packaging (ODS 100) 

ODS 60-1 / 2 / 10 / 350 
ODS 82-1 / 2 / 10 / 350 
ODS 100-1 / 2 / 3

ODS60 · ODS 82

ITS Partner O.B.S  S.L  ·  Av. Cerdanyola 79-81 Local C 
08172 Sant Cugat del Vallés  ·  Barcelona (Spain) 
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TECHNICAL INFORMATION

ODS 60 /ODS 82 AZ/EL mount Cabezal OD 100

Square hole
and carriage
bolt

Triple bend
reinforced 
edge


