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1- Product Description

Street panel with availability of various configurations for the two-wire non-polarized video
intercom range for housing with 2 to 8 buttons.

11 General characteristics

- Non-polarized two-wire system.

- Stainless steel outer plate with high-quality color image camera with auto-detection system
of lack of brightness.

- Electronic opening.

- Compatible with external push button.

- Monitor call volume adjustment.

- System expandable to four outer plates.

- Monitoring function. It is possible to observe the street without the need for a prior call.

- Possibility of integrating an analogue camera by external plate into the installation.
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2- Push-button entrance panels available

2.1 PE 2B entrance panel

Street panel with high image quality
camera and lack of brightness detection
system. It has two housing buttons already.
The PE 2B plate is integrated into an
aluminum protection visor, with an anti-
screw loss system to be installed on the
surface.

2.2 PE 4B entrance panel

Street panel with high image quality
camera and lack of brightness detection
system. It has four housing buttons already.
The PE 4B plate is integrated into an
aluminum protection visor, with an anti-
screw loss system to be installed on the
surface.
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2.3 PE 6B entrance panel

Street panel with high image quality
camera and lack of brightness detection
system. It has six housing buttons already.
The PE 6B plate is integrated into an
aluminum protection visor, with an anti-
screw loss system to be installed on the
surface.

2.4 PE 8B entrance plate

Street panel with high image quality
camera and lack of brightness detection
system. It has eight housing buttons. The PE
8B plate is integrated into an aluminum
protection visor, with an anti-screw loss
system to be installed on the surface.
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3- Extra accessories

4x Screws and plugs for fastening the entrance plate

Ix Allen key
x BUS Connector

Ix Connector with output to different configurations.

4- Pushbutton Identifier Information

ID: 8 ID: 4
ID: 7 ID: 3
1D:6 ID: 2
ID: 5 ID: 1
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5- Electrical diagram

51 Scheme with derivers
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6- PE 2B / PE 4B / PE 6B / PE 8B configuration

6.1 Configuring the Dip Switches

DIP ON (1) OFF (0)

dhaadd | VO

1 2 3 4 5 6

©.11 Set ID to Street License Plate

In case of installing several entrance panels in the system, these two dip switches must be
configured correctly. The first gate station configured should be set to 00, the second should
be set to 10, the third set to 01, and the fourth set to 11. If there is only one door station, it must
be set to 00.

I

1 2 3 4 5 6

00 First Gate Station

10 Second Gate Station
01 Third Gate Station

1 Fourth Gate Station

6.1.2 Set the Ringtone (dip switch 3)

DIP

v

1 2 3 45 6

0 Standby ringtone on

1 Ringtone waiting off
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6.1.3 Door Opener Opening Time and Calling Time

For this configuration, dip switches 4 and 5 are used.

ON DIP

i

1 2 3 4 5 6

00 1second (Default)
10 5 seconds
01 10 seconds
1 15 seconds

©6.1.4 Additional Camera

If it is required to use an additional camera in the installation, it is necessary to activate on the
dip switch 6 (Note: only one additional camera can be used per entrance plate).

No additional camera (Default)

Connection with additional camera

6.2 Connections

[

+ OPEN LOCK-
VI- 12V LOCK+

VI+/VI-: Analog Camera Connection

LOCK-/LOCK+: 12V Door Opener Power Output (MAX: 800mA & 3.5A Direct Power)

OPEN/LOCK-: Auxiliary door opener pushbutton

12V/LOCK-: External power connection for the door opener (12V: COM)
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6.3 Types of jumper configurations

n n n Power supply at 12V MAX 800mA

n n n (Relay in NO position)
n n n Continuous power supply at 12V MAX 800mA
n n n (Relay in NC position)
u n n Connection to external source
n u n (Relay in NC position)
IMPORTANT: Maximum current 3.5A

n n n Connection to external source
(Relay in NO position)
n u n IMPORTANT: Maximum current 3.5A

Examples of connection:

.....* EE oo 12V MAX 800mA

| +

@, —

ON DIP

iy

1 234

B ]

12V door opener connection with open contact, auxiliary door opener button and analogue camera

S — - 12V MAX 3.5A
PORT ------pl..:'

| :I ele|e s
00
[ﬂi
O M DIP
A
12V MAX 3.5A 17346566

Externally powered door opener connection with open contact and auxiliary door opener button
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7- Identification code table

Each 43V/43W MON monitor or UAD intercom must have an identification configured via the
bit code (dip switch on the back). Bits 1 through bit 5 are used to set up intercom
identification.

Bit state User code
Rooen Code]
ﬁWﬁ‘ Code=2
1239%%
ggﬂu.ﬂﬁ Code=3
5 59%%
ﬁl—aﬂaﬂﬁ Code=4
259%%
=TT _
B00% Code=5
CT T -
QM%‘J Code=6
gaﬂﬂﬁ Code=7
1%
mmaﬂﬁ Code=8
1234%%

Note: Bit-6 is the end-of-line switch, if the monitor is not, set it to OFF, otherwise set it to ON
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8- Wiring and distances section

Cable section 0.25mm2 0.5mm2 1.5mm?2 (trunk only)

Maximum monitors 32 48 64 32 48 64 32 48 64

Maximum distance
from the street to the
farthest monitor
(meters)

125 | 125 125 | 200 | 200 200 250 250 250

Maximum feeder
distance to farthest 75 50 40 | 150 100 75 250 250 200
monitor (meters)

Note: The maximum distance from the power supply to the street panel must be within the
range of the limiting distances between the entrance panel, the farthest monitor, and
between the feeder to the last monitor.

9- FAQ

¢ We have audio or video interference:
1. Check wiring that is correct without making a false contact.

2. Do notjoin threads to increase the section, as this can mainly cause interference in
both video and audio.

e The door opener won't open:
1. The voltage output of the door opener is 12v

2. Ifthe door opener is not memory-driven, set an opening time between dip-
switches 4 and 5.
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