
OPTICAL 
RECEIVERS  
FOR GPON 
NETWORKS

 √ It allows the reception 
of optical signal and can 
continue distributing it in 
radiofrequency

 √ Compatible with GPON 
networks. Wavelength pitch 
1310/1490 nm

 √ RO 68 CWD/ RO 65 FI CWD: 
passive behavior. No need 
power   
 

RO 68 CWD · RO 88 CWD
RO 65 FI CWD · RO 90 FI CWD
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TECHNICAL TABLE

ITS Partner O.B.S  S.L  ·  Av. Cerdanyola 79-81 Local C 
08172 Sant Cugat del Vallés  ·  Barcelona (Spain) 

Phone: +34935839543  ·  info@ek.plus  ·  www.ek.plus

REFERENCE RO 68 CWD RO 88 CWD RO 65 FI CWD RO 90 FI CWD

Code 270005 270004 270006 270007

Optical input

Wavelenght nm 1540 - 1563 1540 - 1563 1540 - 1563 1540 - 1563

Pass wavelenght nm 1310 / 1490 1310 / 1490 1310 / 1490 1310 / 1490

Optical input level dBm 0 / -10 +2/ -20 0 / -10 +3/-15

AGC range dBm - 0 / -12 - +2/-7

Efficiency A/W ≥0,9/1550 nm ≥0,85/1310 nm 
≥0,9/1550 nm ≥0,9/1550 nm ≥0,9/1310 nm 

≥0,95/1550 nm

Optical return 
loss dB >45 >45 >45 >45

Optical connector - SC/APC (IN/OUT) SC/APC (IN/OUT) SC/APC (IN/OUT) SC/APC (IN/OUT)

RF Output

Frequency range MHz 47 - 1000 47 - 1000 47 - 2350 47 - 2150

Flatness dB ± 1 ± 0,75 ± 1,5 ± 0,75

Output level dBµV 62 @ -1dBm* >80 (AGC)* 60 @ -1dBm** >80 (AGC)**

Output level 
regulation dB - 0 - 20 - 0 - 20

MER dB ≥31dB ≥31dB ≥31dB ≥31dB

VBER - 1E-8 1E-8 1E-8 1E-8

Return loss dB ≥14 ≥14 ≥14 ≥14

Output connector - F F F F

General

Voltage feeding Vdc Not requiered 12 (PSU included) Not requiered 12 (PSU included)

Dimensions mm 73 x 103 x 23

Power 
consumption W - ≤1 - ≤1

Working 
temperature ºC -20 / +55 -20 / +55 -20 / +55 -20 / +55

 
(*) TER: 59 PAL-D analog channels

(**) TER: 59 PAL-D analog channels, SAT: 20 QPSK muxes

- Product design and specifications are subject to change without prior notice 
- This product complies with CE marking requirements. The declaration of conformity is available on the website www.ek.plus 


