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TECHNICAL TABLE

REFERENCE
CODE 141010 14101 141016 141017 141018
LOSS
Insertion loss (IN-OUT) 5-47 MHz <35dB <6dB <74 dB <10.5dB <12dB
Insertion loss (IN-OUT) 47-950 Mhz <4.0dB <6.7 dB <8 dB <10.5dB <12dB
Insertion loss (IN-OUT) 950-2150 MHz <55dB <9dB <10dB <11.5dB <13.8dB
Insertion loss (IN-OUT) 2150-2400 Mhz <6.0 dB <93dB <10.3dB <12dB <14 dB
ISOLATION
Isolation (OUT-OUT) 5-47 MHz >35dB >30 dB >30 dB >30dB >30dB
Isolation (OUT-OUT) 47-950 MHz >30dB >30 dB >30dB >30 dB >30dB
Isolation (OUT-OUT) 950-2150 MHz >22dB >25dB >30dB >25dB >24 dB
Isolation (OUT-OUT) 2150-2400 MHz >20 dB >24 dB >30dB >24 dB >22 dB
RETURN LOSS
Return loss 5-47 MHz >15dB >12dB >12dB >16 dB >16 dB
Return loss 47-950 MHz >15dB >15dB >15dB >15dB >15dB
Return loss 950-2150 MHz >15dB >12dB >15dB >12dB >12dB
Return loss 2150-2400 MHz >12dB >12dB >15dB >12 dB >12dB
OPERATIONAL
Impedance 75 Q) 75Q 75 Q) 75 Q) 75 Q)
Application SAT, MATV 2.4Ghz | SAT, MATV 2.4Ghz | SAT, MATV 2.4Ghz | SAT, MATV 2.4Ghz | SAT, MATV 2.4Ghz
+DC +DC +DC +DC +DC
SeresnfnE SR EN50083-2 Class | EN50083-2 Class | EN50083-2 Class | EN50083-2 Class | EN50083-2 Class
A +10dB A +10dB A +10dB A +10dB A +10dB

DC Passthrough

Yes (max. 500mA)

Yes (max. 500mA)

Yes (max. 500mA)

Yes (max. 500mA)

Yes (max. 500mA)

Environment Indoor Indoor Indoor Indoor Indoor
CABLE CONNECTION

Number of inputs 1 1 1 1 1
Number of outputs 2 3 4 6 8
Connection Type QuiCoax QuiCoax QuiCoax QuiCoax QuiCoax
MECHANICAL

Product Depth 16 mm 16 mm 16 mm 16 mm 16 mm
Product Height 38 mm 38 mm 38 mm 42 mm 42 mm
Product Width 75 mm 75 mm 103 mm 159 mm 159 mm
Packing QTY 1 1 1 1 1
Net Weight 0,081kg 0,081kg 0,14kg 0,177 kg 0,177 kg
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EKSELANS BY ITS
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