
GIGABIT 
ETHERNET
SWITCHES

 √ SW5 BP: High speed 5 
ports 10/100/1000 Mbps

 √ SW8 M: High speed 8 
ports 10/100/1000 Mbps

 √ Compact size

 √ Plug&play, without 
preconfiguration

 √ Green technology: 
energy saving. Intelligent 
energy consumption 
adjustment

SW5 BP · SW8 M SW5 BP

SW8 M
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TECHNICAL TABLE
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REFERENCE SW5 BP SW8 M

Code 334100 334101

Ethernet
5 x   10 / 100 / 1000 Mbps  

Ethernet ports
8 x   10 / 100 / 1000 Mbps  

Ethernet ports

Switching  
capacity

Gbps 10 16

Transfer method Store and forward

Advanced  
features

-Green technology 
-802.3X Flow Control  

-Back Pressure support 
-Power consumption saving up to 85%

LED indicators Power, 10/100M, 1000M, Link, Act

Power supply Vdc  External 5V DC / 1A

Power  
consumption

W 2,06 3,5

Working  
temperature

ºC
Operating: 0 - 40 
Storage: -20 - 70

Humidity %
Operating: 10 - 90 (non-condensing) 

Storage: 5 - 90 (non-condensing)

Max. heat  
dissipation

BTU/h 7,03 11,94

Dimensions mm 83 x 49 x 20 126 x 53 x 26

Weight g 48,5 171,5


